SUPSHI P JACKSONVI LLE
LOCAL STANDARD | TEM

FY-02

| TEM NO 099-51JA
DATE: 28 JUL 1998
CATEGORY: I

1. SCOPE:

1.1 Title: Non-Hazardous Liquid Waste Renoval; Naval Station Gly
Waste/ Waste O (ONWD) Collection System Government Sl udge
Barge or Donut, or Contractor-Furnished Sl udge
Bar ge/ Cont ai ner; acconplish

2. REFERENCES:
a. Standard |tens

b. Standard Operating Manual for the Waste G| Raft (NAVFAC MO 350)

3. REQUI REMENTS:

3.1 Acconplish the requirenents of 009-09 of 2.a for the renoval of non-
hazardous |iquid waste, sludge, and debris (including the assignment of
contractor and subcontractor supervisory personnel and safety precautions), as
identified in 3.2 through 3.10 and Coast Guard Operations Manual approved for
your operation.

3.2 Conply with the follow ng requirenents to obtain authorization for
punpi ng operations of non-hazardous |iquid waste.

3.2.1 Deliver or FAX to Public Wrks Center (PWC) (542-3269) the
original conpleted copy of the Waste G| Transfer Authorization Sheet and
Attachment A for authorization signatures on the day punping operations are to
be acconpli shed.

3.2.1.1 Subnit or FAX two conpl eted signed copies of the
Waste G| Transfer Authorization Sheet, one to the SUPERVI SOR and one to the
ONWO Treatment Plant, prior to use of the ONWD col |l ection system

3.2.1.2 The original signed copy of the Waste Q| Transfer
Aut hori zati on Sheet and Attachment A shall be in custody of the contractor's
on-site representative during punpi ng operations.

3.2.2 Submit two conpleted copies of Attachment B to the SUPERVI SOR
for off-base disposal.
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(M (G "VER FICATION OF I NI TI AL HOOK- UP"

3.2.3 Hook up discharge hoses to the pierside ONWD coll ection
systemriser utilizing an in-line strainer.

3.2.3.1 Cear area of strainer shall be a mni numof 2-1/2
times the area of the connecting pipe.

3.2.3.2 Strainer basket shall be made of perforated steel
wi th hol es spaced to have a mni nrum of 40 percent open area and of a di aneter
that will not allow an object .250 inch in size to pass through.

3.2.3.3 Strainer containnent unit shall have inspection
covers to verify proper strainer basket size prior to punping.

3.2.3.4 Obtain signatures of the SUPERVI SOR s representative,
the prime contractor, and the ONWD Treat ment Pl ant authorized representative
on the original copy of Attachnent A to verify the inspection of the strainer
for an accept abl e hook-up.

3.3 Conply with the follow ng requirenents for punmping into the OV WO
collection system

(M (G "VER FICATION OF I NI TI AL HOOK- UP"

3.3.1 ldentify and hook hoses to the contractor's containers (tank
truck, sludge barge, or donut) and di scharge hoses to the pierside OVNWO
collection systemin accordance with 3.2. 3.

3.3.2 Punp non-hazardous |iquid ONW Mnday through Friday during
nor mal wor ki ng hours.

3.3.2.1 Normal working hours of pipeline are 0800 to 1500.

3.3.3 Punpi ng outside working hours shall require prior approval of
the Senior O ficer Present Afloat (SOPA) or his direct representative
(270-5266) .

3.3.3.1 Provide adequate lighting to ensure safety and
detection of spills.

3.3.4 Obtain authorization fromthe ONWO Treat ment Pl ant operator
and Naval Station Operations Oficer 72 hours in advance if punping is
requi red outside normal working hours, Saturday, Sunday, or holidays. Wen
72-hour advance notice cannot be given, contact the Navy Public Wrks Center
(PWC) Jacksonville Zone Mayport Manager (270-5189), PWC JAX Station Service
Contractor (270-5450), and Naval Station Operations Oficer (270-5266).
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(V) (G "VERI FY EMPTY CONTAI NER'

3.3.5 Contractor container (tank, tank truck) shall be enpty upon
arrival at Mayport Naval Station, containing no hazardous/non-hazardous waste
or residue.

3.3.6 Punping into waste oil collection systemshall not exceed
12,000 gal | ons per hour or 84,000 gall ons per day.

3.3.7 Use centrifugal, reciprocating, or gear punps which take a
direct suction on the space to be punped.

3.3.7.1 Eductor or jet punps will be used only in energency
conditions with prior approval of PWC Jacksonville Zone Mayport Manager
(270-5189), PWC JAX Station Service Contractor (270-5450), the Naval Station
Operations O ficer (270-5266), and the SUPERVI SOR

3.3.8 Station a watch at the appropriate lift station for the
duration of punping operations. Watch shall be in direct comunication wth
t he punping unit and the punping station, and is responsible for securing
punpi ng operations under the follow ng conditions:

3.3.8.1 Lift station wet well |evel exceeds six feet and/or
t he al ar m sounds.

3.3.8.2 Lift station punp fails to start when level rises to
three feet.

3.3.8.3 Lift station punp stops for any reason (Il oss of
electricity, thermal overload, mechanical failure, etc.) other than |l ow | evel.

3.3.8.4 Shut down the generating flow i medi ately and cont act
the PWC Jacksonville Zone Mayport Manager (270-5189), PWC JAX Station Service
Contractor (270-5450), and the NAVSTA Command Duty O ficer (270-5401).

3.3.9 Berth B-1 North connection shall be used for discharge of
liquid waste from sl udge barges only.

(V) (G "VERI FI CATI ON OF DI SCONNECT"

3.3.10 Upon conpl etion of punping operation disassenble and cl ean
strainer. Dispose of debris off station in a container |abeled with contents
and contractor's nane in accordance with federal, state, and | oca
regul ati ons.

3.3.11 Containers departing from Mayport Naval Station in other than
an enpty state, shall be as authorized by the SUPERVI SOR
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(V)(G "Ll QU D CONTENT/ LEVEL"

3.3.12 Containers shall be jointly inspected with the SUPERVI SOR and
the container identification nunmber, liquid content, and liquid |evel.

3.3.12.1 Record prior to departure fromeach worksite and the
Naval Station.

3.4 Conply with the follow ng requirenents for punmping into a Governnent
sl udge barge.

(M (G "VER FICATION OF I NI TI AL HOOK- UP"

3.4.1 Hook hoses to the Government sludge barge and di scharge hoses
to the pierside waste oil collection systemin accordance with 3.2.3.

3.4.2 Notify Service Craft Division Duty Oficer (270-5266) 24 hours
prior to any requirenent for a sludge barge.

(M)(G "VERI FI CATI ON THAT CONTAI NER | S AT LOW SUCTI ON'

3.4.3 Prior to commenci ng punpi ng operation verify container is
punped to | ow suction. Punp non-hazardous waste fromship to donut or barge
during normal working hours only. Conply with the requirements of 3.2.3 and
3.3.4 in the event it is necessary to punp outside nornmal working hours.

3.4.3.1 Normal working hours are 0800 to 1500.

3.4.3.2 Provide shut-off valve connected to the hose at the
donut or barge.

3.4.4 Visually inspect donut (waste oil raft) for safe conditions of
list, trim and | oad attitude, and take sounding readings daily prior to
punpi ng, using 2.b as gui dance.

(V) (G "VISUAL | NSPECTI ON'

3.4.5 Visually inspect sludge barge for safe condition of I|ist,
trim and load attitude prior to punping.

3.4.5.1 dosely nonitor the tank |evels during pumnping
evol ution as the sludge barges are not equi pped with interconnecting tanks.

3.4.5.2 Subnit one legible copy of a report to the SUPERVI SOR
listing inspection results.

3.4.6 Use centrifugal, reciprocating, or gear punps which take a
direct suction on the space to be punped.
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3.4.6.1 Eductor or jet punps will be used only in energency
conditions with prior authorization of PW Jacksonville Zone Mayport Manager
(270-5189), PWC JAX Station Service Contractor (270-5450), the Naval Station
Operations O ficer (270-5266), and the SUPERVI SOR
3.4.7 Control punping operations to nmaintain safe | oading.

3.4.7.1 Station a watch at the punp and on the barge or donut
wi th direct communicati on between them

3.4.8 Load the donut, ensuring that safe list and trimattitudes are
mai nt ai ned during and upon conpl eti on of punping, using 2.b as gui dance.

3.4.9 Load the barge, ensuring that no tank is overfilled and that
safe list and trimattitudes are mmintai ned, using the follow ng | oading
seguence:

3.4.9.1 Fill mdships starboard tank to 50 percent full
3.4.9.2 Fill mdships port tank to 50 percent full
3.4.9.3 Fill forward starboard tank to 50 percent full.
3.4.9.4 Fill after port tank to 50 percent full

3.4.9.5 Fill forward port tank to 50 percent full
3.4.9.6 Fill after starboard tank to 50 percent full
3.4.9.7 Fill mdships starboard tank to 90 percent full
3.4.9.8 Fill mdships port tank to 90 percent full
3.4.9.9 Fill forward starboard tank to 90 percent full.
3.4.9.10 Fill after port tank to 90 percent full
3.4.9.11 Fill forward port tank to 90 percent full

3.4.9.12 Fill after starboard tank to 90 percent full

3.4.10 Maintain a record for each ship where punpi ng operations are
taki ng place. Record shall contain:

3.4.10.1 Date and tine punping operations comrenced and
ceased.

3.4.10.2 Nanme of contractor and enpl oyee in charge of punping
operations.
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3.4.10.3 Subnit one legible copy of the records to the
SUPERVI SOR

3.4.11 Visually inspect the sludge barge for safe condition of list,
trim and load attitude upon conpletion of punping.

3.4.11.1 Subnit one legible copy of a report to the SUPERVI SOR
listing inspection results.

3.5 Dispose of non-hazardous liquid waste as foll ows:

3.5.1 Dispose of over-chlorinated water in accordance with federal
state, and |ocal |aws, codes, ordinances, and regul ations, considering
mninmzation as an alternative.

3.5.2 Dispose of CHT/boiler non-hazardous |iquid waste as foll ows:

3.5.2.1 CHI/boiler non-hazardous |iquid waste shall not be
punped into the bilge.

3.5.2.2 Discharge liquid waste to a pierside settling tank
and test for pH

3.5.2.3 Liquid waste that tests to a pH of less than 6.0
shoul d be neutralized with NaHCO3 (sodi um bi carbonate) and |iquid waste that
tests to a pH of greater than 8.0 should be neutralized with diluted acetic
acid so that the pHw Il be 6.0 to 8.0.

3.5.2.4 Pump liquid waste with a pH of 6.0 to 8.0 fromthe
settling tank to the Naval Station pierside sewage connection through a debris
strainer. Debris strainer shall be constructed to allow for on-site
verification of proper operation and shall be equi pped with a sanple
connection on the discharge side. Strainer basket shall be made of perforated
steel with holes spaced to have a m ni mum of 40 percent open area and of a
diameter that will not allow an object .250 inch in size to pass through

3.5.3 Disposal instructions other than 3.5.1 and 3.5.2 shall be
provi ded by the invoking Wrk Item

3.5.3.1 Prior to renpval of non-hazardous waste fromthe
Naval Station, submit four |egible copies of a conpleted Attachnent B to the
SUPERVI SOR

3.5.3.2 Subnit four legible copies of a certification of
di sposal signed by the owner or operator of the facility to the SUPERVI SOR
wi thin 48 hours of disposition.

3.6 Control punping operations to preclude spillage.
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3.6.1 Install and maintain an oil contai nment boom t hroughout the
entire availability (defined as five days after the start date of the
availability or one day prior to the start of punping operations, whichever
cones first), unless otherw se directed by the SUPERVI SOR

3.6.2 Install the oil containnent boomfromthe bow and stern to the
pi er when punping is done on the pier side of the ship, except as follows:

3.6.2.1 \Were hoses or connectors aboard the ship are |ocated
on the weat her decks or area of the ship that would allow a spill to flowto
the side opposite the pier, there shall be boom containment all around the
shi p.

3.6.3 The oil containnent boom shall be nmaintained at the proper
dept h/ hei ght and | eak proof.

3.6.3.1 Subnit one legible copy of the specifications for the
boom type to be deployed to the SUPERVI SOR prior to depl oyment.

3.6.4 Report accidental spillages imrediately to the Mayport Naval
Station Command Duty O ficer (270-5401), Operations Oficer (270-5266), and
t he SUPERVI SOR
(VM) (G "VER FI CATI ON OF CONTENTS"

3.6.5 Each punping operation shall have a spill clean-up kit
consisting, as a mnimm of the foll ow ng:

3.6.5.1 25-foot length boons (8 EA) with the ability to
depl oy for use

3.6.5.2 24-inch by 24-inch absorbent pads in 4 bags (400 EA)
or paper boons (200 feet).

3.6.5.3 50-pound bags of Glsorb (8 EA).
3.6.6 Take imediate action to contain and clean up spill ages.
3.6.7 Ensure hoses and hose connections do not |eak

3.6.8 Ensure valves are opened and cl osed by authorized contractor
personnel only.

3.6.9 Performa spill cleanup drill in accordance with the process
control procedure provided in 3.1 (not to exceed nore than one per punping
operation) by direction of the SUPERVI SOR

3.7 Secure punping operations during Thunderstorm Condition I
Gal e/ Storm Hurricane Condition I, or during local |ightning conditions.
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3.8 Renpve and di spose of non-punpabl e sludge and debris fromtanks and
strainers off the Naval Station in accordance with federal, state, and |oca
| aws, codes, ordi nances, and regul ati ons.

3.9 Provide chemical analysis of |liquid waste and debris in accordance
with applicable federal, state, and |ocal codes, ordinances, and regul ations,
and Naval Station requirenents.

3.9.1 One chenmical analysis is required for each contai nment (Engine
Rm Space, etc.) or for each type of liquid (fuel oil, JP-5, etc.).

3.9.2 Subnmit four |egible copies of the chenical analysis
identifying the volune of the liquid each sanple was taken fromto the
SUPERVI SOR

3.10 Renpve and secure equi pnent and hoses. C ean area upon conpletion of
punpi ng operations.

4. NOTES:
4.1 This itemapplies to non-hazardous |iquid waste only.

4.2 Approval of punping outside normal working hours will be through the
SUPERVI SOR

4.3 No liquid waste or sludge (debris) from other punping operations is
to be conbined with that covered by this itemw thout prior witten approval
of the SUPERVI SOR

4.4 The SUPERVI SOR wi Il provide a Technical Certification Statenment for
each use of the ONWD Col | ection System
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ATTACHVENT A
VEMORANDUM

From SUPSHI P Jacksonville
To: PWC JAX Mayport Zone Manager

Subj: USE OF NAVSTA OW WD Pl ER RI SER SYSTEM
( PLEASE PRI NT)

DATE SOURCE
SHI P SUB KTR
CONTRACTOR | TEM NR
SURVEYCOR DSR NR

TECHNI CAL CERTI FI CATI ON STATEMENT

| N ACCORDANCE W TH PUBLI C WORKS CENTER
JACKSONVI LLE REQUI REMENTS AND APPLI CABLE
CODE OF FEDERAL REGULATI ONS FOR DI SPCSAL OF
WASTE LI QUIDS, | CERTIFY THAT THE LAB
ANALYSI S HAS BEEN REVI EVED AND | S

SATI SFACTORY FOR DI SPOSAL THROUGH THE
NAVSTA ON WO Pl ER RI SER SYSTEM

SUPERVI SORY SURVEYOR
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ATTACHVENT B
| hereby declare that the waste oil transferred is as described on Attachnment B and
does not contain prohibited substances as listed on Attachment A, and in accordance
wi th OPNAVI NST 5090.1, | certify that no HM HS/ HW has been introduced into

of USS
SPACE( S) SHI P AND HULL NUVBER

by Ship's Force.

DATE SI GNATURE
COMVANDI NG OFFI CER' S AUTHORI ZED
REPRESENTATI VE

This is to certify that no HM HS/ HW has been introduced into

of USS by
SPACE( S) SHI P AND HULL NUMBER
during this availability.
SUBCONTRACTOR
DATE SI GNATURE
SUBCONTRACTOR S AUTHORI ZED
REPRESENTATI VE
Wrk Item Serial No.:
This is to certify that tank truck,
| i cense nunber is enmpty and contains no

hazar dous resi due.

DATE SI GNATURE
SUBCONTRACTOR S AUTHORI ZED
REPRESENTATI VE

AUTHORI ZATI ON STAMP ( FOR OFF- BASE DI SPOSAL)

CONTRACTOR
SOPA Approval for Operations O her TRUCK LI CENSE NO.
t han Normal working hours
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